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Scope.

Subpart A—General

§3280.1 Scope.

This standard covers all equipment
and installations in the design, con-
struction, transportation, fire safety,
plumbing, heat-producing and elec-
trical systems of manufactured homes
which are designed to be used as dwell-
ing units. This standard seeks to the
maximum extent possible to establish
performance requirements. In certain
instances, however, the use of specific
requirements is necessary.

[568 FR 55002, Oct. 25, 1993]

§3280.2 Definitions.

Definitions in this subpart are those
common to all subparts of the standard
and are in addition to the definitions
provided in individual parts. The defi-
nitions are as follows:

Approved, when used in connection
with any material, appliance or con-
struction, means complying with the

24 CFR Ch. XX (4-1-03 Edition)

requirements of the Department of
Housing and Urban Development.

Bay window—a window assembly
whose maximum horizontal projection
is not more than two feet from the
plane of an exterior wall and is ele-
vated above the floor level of the home.

Certification label means the approved
form of certification by the manufac-
turer that, under §3280.8, is perma-
nently affixed to each transportable
section of each manufactured home
manufactured for sale in the United
States.

Dwelling unit means one or more hab-
itable rooms which are designed to be
occupied by one family with facilities
for living, sleeping, cooking and eat-
ing.

Equipment includes materials, appli-
ances, devices, fixtures, fittings or ac-
cessories both in the construction of,
and in the fire safety, plumbing, heat-
producing and electrical systems of
manufactured homes.

Federal manufactured home construc-
tion and safety standard means a rea-
sonable standard for the construction,
design, and performance of a manufac-
tured home which meets the needs of
the public including the need for qual-
ity, durability, and safety.

Installations means all arrangements
and methods of construction, as well as
fire safety, plumbing, heat-producing
and electrical systems used in manu-
factured homes.

Labeled means a label, symbol or
other identifying mark of a nationally
recognized testing laboratory, inspec-
tion agency, or other organization con-
cerned with product evaluation that
maintains periodic inspection of pro-
duction of labeled equipment or mate-
rials, and by whose labeling is indi-
cated compliance with nationally rec-
ognized standards or tests to determine
suitable usage in a specified manner.

Length of a manufactured home means
its largest overall length in the trav-
eling mode, including cabinets and
other projections which contain inte-
rior space. Length does not include bay
windows, roof projections, overhangs,
or eaves under which there is no inte-
rior space, nor does it include draw-
bars, couplings or hitches.
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